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Abstract Thermal stability and strain rate sensitivity of ultraﬁne-grained (UFG) Fe produced by
severe plastic deformation (SPD) were investigated. The UFG Fe was processed by equal-channel
angular pressing (ECAP) via route Bc. After 6 passes, the grain size of UFG Fe reaches 600 nm,
as conﬁrmed by means of electron back scatter diﬀraction (EBSD). Examination of micro-hardness
and grain size of UFG Fe as a function of post-ECAP annealing temperature shows a transition
from recovery to recrystallization. The critical transition temperature is approximately 500 ◦C, and
the material has a bimodal structure after annealing at this temperature. Deformation behaviors of
ECAP Fe and ECAP + annealing Fe were studied under both quasi-static and dynamic compressive
loadings. The UFG iron shows increased strength and reduced strain rate sensitivity compared with
its coarse-grained counterparts. The appropriate post-ECAP annealing can increase strain hardening
ability and cancel out thermal softening eﬀect with only a small loss of strength under dynamic
loading. c© 2011 The Chinese Society of Theoretical and Applied Mechanics. [doi:10.1063/2.1102102]
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Severe plastic deformation (SPD), such as equal-
channel angular pressing (ECAP), has been proven to
be an eﬀective method for the production of bulk and
fully contamination-free dense metals with sub-micron
grain sizes1,2. The mechanical behavior of ultraﬁne-
grained (UFG) Fe processed by SPD has been one
of focuses of recent research due to their increased
strength/hardness.3–7 However, most of reported works
on UFG Fe were carried out under quasi-static loading,
and few under dynamic loading.7 In the present study,
both quasi-static and dynamic responses of ECAP Fe
were investigated. The post-ECAP annealing eﬀect
of deformation behavior was studied by comparing as-
ECAPed specimen results with those of post-ECAP an-
nealed specimen. The thermal stability of UFG Fe was
also investigated by examining its micro-hardness and
grain size as a function of the post-ECAP annealing
temperature. The results of the present paper will help
not only understand strain rate and annealing eﬀects on
the deformation behavior of UFG Fe, but also provide
insights for achieving optimal strength/ductility combi-
nation in such materials.
The materials used in the present study were re-
ceived in the form of rods of 60 mm in diameter. The
as-received materials have a composition of 0.004 C,
0.01 Si, 0.2 Mn, 0.013 P, 0.007 S, 0.15-0.5 Al, 0.1 Cr,
0.002 Ni, 0.2 Cu (in weight percentage), with the bal-
ance of Fe. The as-received rods with a length of 60
mm were extruded for six passes using route Bc of
ECAP at room temperature. After ECAP, thermal
stability and microstructure were examined by micro-
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Fig. 1. EBSD maps of (a) ECAP-6 Fe; (b) 400 ◦C post-
ECAP annealing Fe; (c) 500 ◦C post-ECAP annealing Fe;
(d) 600 ◦C post-ECAP annealing Fe.
hardness testing and electron back scatter diﬀraction
(EBSD). Small pieces were annealed for half an hour
at diﬀerent temperatures after ECAP in order to in-
vestigate the thermal stability of UFG Fe. The an-
nealed sample surfaces were polished with 0.5 μm di-
amond paste, and then were etched using 5% Nital to
reveal the microstructure. For each annealing temper-
ature, the Vickers micro-hardness was measured using
a micro-hardness tester with a diamond indenter un-
der a load of 10 g, for 15 s dwell time. All specimens
for mechanical testing were machined from the extruded
billets by wire saw with loading direction parallel to the
direction of pressing. Following the ASTM standards,
the specimens for quasi-static compression have a length
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to width aspect ratio of 2.5, and the specimens for dy-
namic compression (rectangular shape) have a length to
width aspect ratio of 0.6. The quasi-static compression
tests were performed at a strain rate of 5 × 10−4/s by
MTS 810 universal testing machine, while the dynamic
compression were performed at strain rates of 1× 104
/s by the Hopkinson-bar technique.
Figure 1 shows the evolution of microstructure and
grain size after annealing for half an hour at diﬀer-
ent temperatures. The grains have experienced severe
shear deformation, and the average grain size is approx-
imately 600 nm after pressing for 6 passes (Fig. 1(a)).
At annealing temperature 400 ◦C, because only recov-
ery occurs, there is not much diﬀerence in microstruc-
ture from that of ECAP-6 Fe, and the average grain size
slightly increases to 900 nm (Fig. 1(b)). At annealing
temperature 500 ◦C, the microstructure consists of both
ultra-ﬁne grains and newly recrystallized larger grains
(Fig. 1(c)). The grain size distribution after 500 ◦C
post-ECAP annealing is shown in Fig. 2(a). The bi-
modal structure has an average grain size of approxi-
mately 2 μm, and this bimodal grain size distribution
could provide potential for achieving simultaneously
good yield strength and fairly large uniform elongation.8
At annealing temperature 600 ◦C, because recrystalliza-
tion is complete, the microstructure consists of mostly
larger grains with an average grain size of approximately
12 μm (Fig. 1(d)). The evolution of micro-hardness of
ECAP-6 Fe after annealing for half an hour at diﬀerent
temperatures is shown in Fig. 2(b). The micro-hardness
decreases with annealing temperature, revealing a tran-
sition from recovery to recrystallization. The critical
transition temperature is approximately 500 ◦C, which
has a good correlation with EBSD results.
Figure 3(a) presents true stress-strain curves ob-
tained during both quasi-static and dynamic compres-
sion loading for both ECAP Fe and post-ECAP anneal-
ing Fe (half an hour). Under quasi-static loading, the
ECAP Fe behaves like a nearly elastic-perfectly plas-
tic material. The yield strength is found to decrease
slightly during the annealing process, while the ECAP
+ annealing Fe shows some strain hardening due to re-
covery eﬀect. Under dynamic loading, the ﬂow stress
of ECAP Fe is increased by a factor of 1.8 compared
with quasi-static case, while some ﬂow softening be-
havior is observed. Provided 90% of plastic work is
converted into heat, the temperature rise during dy-
namic loading is estimated to be about 200 K, so the
ﬂow softening behavior could be explained by the adia-
batic heating and subsequent thermal softening during
dynamic loading. Under dynamic loading, the initial
ﬂow stress is found to decrease slightly after post-ECAP
annealing, however the ﬂow softening behavior is van-
ished for post-annealed sample because the increased
strain hardening ability after annealing cancels out the
thermal softening eﬀect during dynamic loading. The
rate dependence of the ECAP Fe and ECAP + anneal-
ing Fe is shown in Fig. 3(b). The ﬂow stresses of all
strain rates at a strain of 0.2 were normalized by that
of strain rate of 5×10−4 /s. By using a power law with
the form of σ/σ0 = (ε˙/ε˙0)
m, the strain rate sensitiv-
ity was derived as the slope of a linear regression ﬁt of
double log-log plots of the stress vs. strain rate curve.
Although the strain rate sensitivity calculation using
ﬂow stress at 20 % plastic strain tested under diﬀerent
strain rates is only an approximation, the values can
be compared with those of its coarse grained counter-
parts calculated in a similar way. The strain rate sen-
sitivities are found to be 0.032 and 0.034 for ECAP Fe
and ECAP + annealing Fe, respectively. These results
indicate that the UFG iron shows increased strength
and reduced strain rate sensitivity compared with its
coarse grained counterparts.[7] Appropriate post-ECAP
annealing can increase strain hardening ability and can-
cel out thermal softening eﬀect with only a small loss of
strength under dynamic loading.
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